
 
 
Genesis G1: This is the smallest and lightest of the Genesis line. It is suitable for dirt 
bikes less than 525cc with a compression release, and 600cc inline 4-cylinder sportbikes 
running stock charging systems in race trim. Not recommended for use in street 
applications, or temperatures lower than 45 degrees F 

 
Capabilities: 120 amp discharge (this is similar to CCA for lead acid batteries); 2.3 amp hour capacity 
Dimensions: 60mm (L) x 60mm (W) x 75mm (H); 380 grams 

PP2: The Pulse P2 is used by Celtic Racing, LTD Racing, and countless others in AMA, 
WERA, and CCS competition. This is our most popular battery size. It is suitable for a 
wide range of motorcycles including 1000cc inline 4-cylinder sportbikes running stock 
charging systems, and V-Twin sportbikes up to 1098cc. 

Weighing just 700 grams (1.6lbs) the Pulse P2 will save an average of 7lbs from a stock 
battery, while providing nearly twice the cranking capability. It offers integrated brass terminals making it a 
direct replacement for your stock battery with no modification or special wiring harness. 

Capabilities: 240 amp discharge (this is similar to CCA for lead acid batteries); 4.6 amp hour capacity 
Dimensions: 120mm (L) x 60mm (W) x 75mm (H); 700 grams 

Genesis G2: This is our most popular battery size. It is suitable for a wide range of 
motorcycles including 1000cc inline 4-cylinder sportbikes running stock charging 
systems, and V-Twin sportbikes up to 1098cc. 

Weighing just 700 grams (1.6lbs) the Pulse P2 will save an average of 7lbs from a stock battery, while 
providing nearly twice the cranking capability. It offers integrated brass terminals making it a direct 
replacement for your stock battery with no modification or special wiring harness. 

Capabilities: 240 amp discharge (this is similar to CCA for lead acid batteries); 4.6 amp hour capacity 
Dimensions: 120mm (L) x 60mm (W) x 75mm (H); 700 grams 

PP3: The Pulse P3 is used by Rickey Gadson, Adams Performance, and countless other 
MIROCK and AMA champions.This battery is suitable for all large displacement V-
Twin motorcycles and inline 4-cylinder sportbikes greater than 1000cc’s. This includes 
the ZX-14, and Hayabusa using stock bore and stroke. This is also a good choice for 
1000cc inline 4-cylinder sportbikes using kit-type charging systems, or drag racers 
running total-loss ignition systems. 
 

Capabilities: 360 amp discharge (this is similar to CCA for lead acid batteries); 6.9 amp hour capacity 
Dimensions: 120mm (L) x 90mm (W) x 75mm (H); 990 grams 



Genesis G3: This battery is suitable for all large displacement V-Twin motorcycles and 
inline 4-cylinder sportbikes greater than 1000cc's. This includes the ZX-14, and 
Hayabusa using stock bore and stroke. This is also a good choice for 1000cc inline 4-
cylinder sportbikes using kit-type charging systems, or drag racers running total-loss 
ignition systems. 

Weighing just 1000 grams (2.2lbs) the Pulse P2 will save an average of 8lbs from a stock battery, while 
providing nearly twice the cranking capability. It offers integrated brass terminals making it a direct 
replacement for your stock battery with no modification or special wiring harness. 
 
Capabilities: 360 amp discharge (this is similar to CCA for lead acid batteries); 6.9 amp hour capacity 
Dimensions: 120mm (L) x 90mm (W) x 75mm (H); 1000 grams 

Genesis G4:It is suitable for custom applications where large displacement, high 
compression, and extreme use are normal occurrence. Suitable for drag racing, grudge 
bikes, and heavily modified unlimited class street bikes. Also suitable for custom 
choppers. 
 

Capabilities: 480 amp discharge (this is similar to CCA for lead acid batteries); 9.2 amp hour capacity 
Dimensions: 120mm (L) x 120mm (W) x 75mm (H); 1330 grams 

Genesis G5: This is our largest and most powerful battery system. It is suitable for 
custom applications where large displacement, high compression, and extreme use are 
normal occurrence. Suitable for drag racing, grudge bikes, and heavily modified 
unlimited class street bikes. Also suitable for custom choppers. 
 

Capabilities: 600 amp discharge (this is similar to CCA for lead acid batteries); 12.4 amp hour capacity 
Dimensions: 120mm (L) x 150mm (W) x 75mm (H); 1660 grams 

CV1: The CV1 is a perfect solution for rapid charging of Full Spectrum Power battery 
systems. Capable of supplying up to 30 amps with a .1v accuracy, this laboratory quality 
charger is ideally suited to racers running total loss systems. It is also a good choice for 
teams running multiple battery bikes with Full Spectrum Power battery systems. The 
CV1 is used by all of the factory supported teams in AMA Pro Racing, Monster Energy 

Kawasaki's Rickey Gadson, Ryan Schnitz, Cecil Towner and HPT Racing, and countless others. 
 
Capabilities: The CV1 is continuously variable for voltage from 1-15v in .1v increments. It is fully 
automatic in current delivery. Just set the voltage to 13.2v and let the CV1 supply up to 30amps as it 
recharges your battery. When the battery is charged, the CV1 will stop supplying current! 

 
Pacemaker: The Pacemaker is the only maintenance charger specifically designed to 
work with lithium lightweight motorcycle batteries. Pacemaker will work with our 
award winning Pulse and Genesis battery systems. Pacemaker is fully automatic, 
ensuring that your lightweight battery is always properly charged. LED indicator lights 
alert you to the state of charge of your system at a glance. 

Capabilities: This charger will work with all Full Spectrum Power battery systems as well as most other 
12v lithium lightweight motorcycle batteries. 
 


